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MTL100 series IoT controller units can connect to sensors both wired and wireless. The internet connection 
can be established via LAN, WiFi or GPRS. Four wired and thirty wireless sensor nodes can be connected 
and controlled.  
It has 2x16 LCD display, where sensor data, date time information, sensor name and sensor’s ID numbers 
can be displayed on it.  
Sensors and connection configurations are made via 2 x 16 keypad that is on the device. A free message can 
also be sent. 
It has a 10/100 Mbps LAN port to connect to a LAN for transferring sensors’ data to a server with TCP/IP. 
Data transferring speed can be configured. 
A configuration SW via RS 232 or TCP/ IP is available. The IP address, DNS, subnet mask, default gateway, 
data sending period, TCP port, telnet port, server address, name of sensor, type of sensor, threshold and 
time/date can be configured with this SW. 
The device can remotely be reset. 
It works with an external 9-30VDC / 2 A power supply.  There are two LEDs for power, network status and 
GSM status. 
It has a buzzer for audible warning when a threshold is exceeded.  
Maximum cable length is 20 m between wired sensor nodes and the device. 
Maximum cable length is 30m between a network switch and the device. 
MTL100 can be installed to a wall or can be used on a desktop. 
 
FEATURES: 
Operating temperatures:  0°C~ +45°C  
Wireless transceiver frequency:  2.4GHz 
Open air communication distance: 250m 
Dimensions: 110 x 76 x 27mm 
Weight:180 gram (W/O battery) 
Sensor type: 1-wire (4 pieces) 
RS485 & RS232 
2 x Digital input 
WiFi (Optional) 
Mesh (Optional) 
GPRS (Optional) 
GPS (Optional) 
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